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New Web Site and Logo 
 

If you haven’t already done so, check the new INSPIRE web site at the old address: 
 

http://image.gsfc.nasa.gov/poetry/inspire/
 

You will see the new INSPIRE logo at the top of each page.  Content has been updated and 
reorganized to make things easier to find.   
 
The INSPIRE Journal Online 
 

This issue of The INSPIRE Journal will appear online as soon as possible.  Click on “The 
INSPIRE Journal” button to find the latest online version and an archive of all previous 
Journals. 
 

An important feature of the online version of the Journal is the inclusion of sound files for each 
data session and for any additional analysis that is done. All photos will also appear in color 
online.  
 

The plan for the future is to stop the sale of subscriptions to paper copies of the Journal.  The 
online version would then be the only one available.  A big advantage is that it is free! 
 
INSPIRE Article Published in The Physics Teacher 
 

Jill Marshall, of the University of Texas in Austin, Texas, has had an article entitled “INSPIRE: 
A VLF Radio Project for High School Students” published in: 
 

The Physics Teacher -- January 2007  Volume 45, Issue 1 
 

The Physics Teacher is the journal of the American Association of Physics Teachers (AAPT).  
Jill has been a supporter of INSPIRE since the days of the SEPAC mission on the space shuttle 
in 1991-92. 
 
Order Form no Longer Included in the Journal 
 

The order form on the web site (http://image.gsfc.nasa.gov/poetry/inspire/2006/orderform.html) 
is the one to use when ordering from INSPIRE. 
 
Write for The INSPIRE Journal 
 

The procedure for contributing articles for The INSPIRE Journal could not be simpler! Just send 
it in! Any format is acceptable. Electronic format is easier to work with. A Word file on disk for 
either the PC or Mac platform is preferred. An email message will work, too. If that does not 
work for you, a paper copy will do. Any diagrams or figures can be scanned in. 
What about topics? Anything that interests you will probably interest most INSPIRE 
participants. As long as the topic is related to natural radio or the equipment used, it will get 
printed. The deadline for submissions is December 1. Don’t worry about the deadlines though. If 
you miss a deadline, you will just be very early for the next edition!  
 

We at INSPIRE are looking forward to hearing from you! 
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THE INSPIRE VLF-3 RECEIVER 
Theory of Operation 

 
Robert Bennett 
Las Cruces, NM 

 
 
PURPOSE 
 
In June of 2006, the author was visiting with Bill Pine and a discussion of the VLF-3 occurred. 
One issue that Bill raised was the absence of both technical information and trouble shooting 
guidance for the receiver. I agreed that the lack of information is a problem and volunteered to 
write articles for the Journal on VLF-3 theory and trouble shooting. 
 
BACKGROUND 
 
The VLF-3 is the third receiver developed by The INSPIRE Project. The VLF-3 replaced the 
VLF-2 receiver which was the standard INSPIRE receiver for over 10 years. The VLF-2 had to 
be replaced because existing stocks of the receiver had been depleted and some of its 
components were no longer manufactured. It was not economically feasible to attempt another 
production run of the VLF-2. Like its predecessors, the RS-4 and the VLF-2, the VLF-3 was 
designed to satisfy three important constraints. 
 

1. The receiver must be low cost, provided as a kit and simple enough for high 
school students to assemble and use. The receiver is to be lightweight and 
easily transportable. The cost goal was to be in the $100 range per kit. 

2. The receiver must be designed to use a simple, short (3 to 10 feet long) 
vertical antenna. The vertical antenna forms an E-Field probe to pick-up 
natural radio signals. 

3. The receiver must be powered from common, easy to obtain batteries such as 
the 9 VDC primary cell (Fro example IEC type 6LR61, NEDA 1604A or 
Radio Shack 23-553). 

 
 

RECEIVER OVERVIEW 
 
The signals of interest lie in the 300 HZ to 20 KHZ portion of the spectrum. The design chosen 
for the VLF-3 is a combination of filtering and direct amplification. That is, the desired signal is 
filtered to remove undesired out-of-band signals and amplified until the desired signals are 
strong enough to record on a portable stereo cassette recorder. Helliwell1 reports that medium 
latitude whistlers have a field strength ranging from about 5 μV/M to 4 mV/M. Most inexpensive 

                                                 
1 “WHISTLERS and RELATED IONOSPHERIC PHENOMENA”, Robert Helliwell, Stanford University Press, 
1965 
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portable stereo cassette recorders require an input level of about 1mV (mic input) for adequate 
recording. Assuming a 1- to 3-meter antenna, the total receiver gain needs to be about 30 DB. 
These two considerations form the basic technical requirements for the receiver. 
 
Perhaps the best way to technically describe the receiver is to present a block diagram showing 
the individual stages and describe each stage’s purpose in general terms. After the general 
description, the circuitry for each individual stage will be described. Detailed circuit theory will 
not be presented; however, some sections of the receiver contain uncommon circuit features, 
these will be covered in more detail. Figure-1 presents a block diagram for the VLF-3. Figure-2 
contains the complete circuit diagram. Please refer to the Figures for the following discussion.  
 
1. Antenna Circuit. 

 
Starting on the top of Figure-1, the first block or stage of the receiver is the “antenna 

circuit”. The antenna circuit connects the external antenna and ground to the input stage of the 
receiver. The antenna 
circuit has both binding 
posts and a BNC 
connector. For most 
applications the antenna 
and ground are connected 
to the appropriate binding 
posts. The BNC 
connector is included for 
test purposes and use by 
advanced experimenters. 
More information about 
possible applications for 
the BNC connector is 
covered in a later 
paragraph.  

 
The antenna circuit is 
totally passive and 
contains an inductor plus 
several capacitors and 
resistors. Referring to the 
schematic in Figure-2 (top 
left corner), note that two 
components are always in 
the circuit (L1 and C1) 
and the rest are switched into the circuit by closing switch S1. L1 and C1 form a low pass filter 
whose purpose is to attenuate signals in the AM broadcast band. This low pass filter has little 
impact on VLF signals. When switch S1 is closed, two changes are made to the antenna circuit. 
First resistors R1 and R3 are placed in the circuit forming an attenuator between the antenna and 
the input stage. This attenuator reduces the signal provided by the antenna by 6 DB. Second  

ANTENNA 
CIRCUIT

INPUT STAGE 
(NTE132)

INTERSTAGE 
FILTER

1st AUDIO 
AMPLIFIER

2nd AUDIO AMP 
and ACTIVE FILTER

(LM358)

FINAL AUDIO 
AMPLIFIER 

(LM386)

ANTENNA

GROUND

Headphone 
Output

Data 
Output

Figure-1. Block Diagram of the VLF-3 INSPIRE Receiver. 
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Figure-2  Schematic diagram of the INSPIRE VLF-3 receiver. 
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another capacitor, C3, is placed in the circuit. This capacitor further lowers the cutoff frequency 
of the low pass filter L1/C1. 
 
The circuitry associated with switch S1 was specifically added to help reduce the pulse 
interference generated by close LORAN transmitters. Even though the frequency of LORAN 
(100 KHZ) is outside the pass band of the VLF-3, the LORAN signal is often strong enough to 
produce intermodulation in the first active stage of the receiver, which gets passed through the 
receiver to the recorder as a series of pulses or clicks. Closing S1 reduces all the input signals by 
6-10 DB. The added capacitor C3 lowers the cut off frequency of low pass filter C3/L1/C1, 
which further reduces LORAN interference. The added circuitry will eliminate all but the most 
severe cases of LORAN interference. This circuitry is also effective against MF and HF 
transmitters that are close enough to cause interference. 
 
It is important to realize that LORAN suppression (closing S1) also degrades receiver 
performance in two ways. First all signals, including the desired natural radio signals, are 
attenuated by 6 to 10 DB. Second resistor R1 will generate thermal noise when in the circuit. 
This resistor is in the highest gain part of the receiver and its thermal noise will be very evident 
in the receiver output. This additional noise will tend to mask some weaker desired signals. The 
bottom line is; don’t use LORAN suppression unless it is absolutely necessary. 
 
The VLF-3 also contains a “ground” terminal. The ground terminal connects to the receiver’s 
circuit common. It is important to connect this terminal to a ground stake. The ground stake can 
be as simple as a foot long metal rod driven into the ground. In the author’s experience, the 
LORAN suppression circuits won’t work if the ground terminal is left unconnected. When 
unconnected, the VLF-3 is referenced to Earth potential through stray capacitance and is floating 
at some undefined voltage above ground. Thus, the Earth return needed to make the input 
attenuator work is not present. 

 
2. Input Stage 

 
The second block in the diagram of Figure-1 is the “Input Stage”. This stage consists of the field 
effect transistor (FET) F1 (an NTE132 device) and associated components. F1 is the first active 
device in the receiver’s signal path. The main purpose of this stage is to convert the very high 
impedance of the antenna to a lower value so that the signal can be more efficiently amplified. In 
the frequency range 300 HZ to 20 KHZ, the E-Field probe antenna has impedance between 30 
and 800 MΩ2. The input stage converts this very high impedance to a value in the 100-Ohm 
range and also provides about 3 dB signal gain. Three points are worth noting concerning the 
input stage; refer to Figure-2 for the following discussion. First, the back-to-back Zener diodes 
Z1 and Z2 are included to protect the FET from damage due to static. Static discharges and 
distant lightning can induce voltage at the antenna terminal sufficient to damage the FET. The 
diodes clamp the input voltage to the FET to between +3.3 and –3.3 Volts. Second, capacitor C2 
establishes the receiver’s low frequency cut off point and also provides DC isolation for the 
antenna. This capacitor’s value was chosen to reduce 60 hertz power grid interference. Finally, 
the FET Gate resistor R4 is the main component that determines how much of the voltage 
captured by the antenna will actually be amplified in the receiver. Stated a different way, R4 
                                                 
2 For information on the impedance of short E-Field probes, see “VLF RADIO ENGINEERING” by Watt, 
Pergamon Press. 1967. 
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determines the ultimate sensitivity of the receiver. The value chosen for R4 (22MΩ) is a 
compromise value considering costs, component availability, circuit board layout and receiver 
sensitivity. For maximum sensitivity a value >100 MΩ should have been chosen; however, use 
of such a high value would significantly increase costs. 
 
3.  Inter-Stage Filter 

 
The next stage shown in Figure-1 is the inter-stage low pass filter consisting of inductor L2 and 
capacitors C6 and C7 (see Figure-2). In Figure-2, these components are located in the signal path 
between F1 and Q1. The inter-stage filter is needed because the input stage is broadBand and 
capable of amplifying signals in the LF, MF and HF bands in addition to the VLF band. Even 
though the antenna circuit provides some filtering to reject signals in the MF and HF bands, a 
strong signal (for instance from an AM broadcast station) will get through and be audible in the 
receiver output. The low pass filter has an upper cut off frequency of about 12 kHz and strongly 
attenuates signals above about 20 kHz. 

 
4.  First Audio Amplifier 

 
The next stage shown in Figure-1 is the first audio amplifier. This is a conventional discrete 
component design using a 2N2222A transistor (Q1). This stage provides the first significant 
signal gain in the receiver, about 10 DB. 

 
5.  Second Audio Amplifier and Active Filter 

 
The fifth stage shown in Figure-1 is the 2nd audio amplifier/filter. This stage uses ½ of the 
LM358 integrated circuit (IC2) as an amplifier with a gain of about 15 dB and its frequency 
response is flat from about 300 HZ to well over 100 kHz. This is followed by the second part of 
the LM358 configured as a Sallen-Key second order low pass filter. This filter had unity gain 
and its frequency response is flat from about 300 HZ to approximately 20 KHZ.3

 
6.  Data Output 

 
The output of the 2nd audio amplifier/filter is coupled through a resistor, blocking capacitor and 
level control (R22, C13, and R26) to the left channel of the stereo data output jack (see Figure-
2). The potentiometer R26 serves as the level control. The left channel signal is also applied to 
switch S4, which selects either an external input (labeled “Mic Input” on the schematic) or the 
radio output for the right channel. Thus the left channel always contains the radio output and the 
right channel can be either the radio output or a signal from an external source such as a 
microphone or a WWV receiver. The output at the data jack has sufficient amplitude to drive a 
recorder but will not adequately drive a headset or speaker. 

 

                                                 
3 Additional details about this circuit can be found in “OPERATIONAL AMPLIFIERS-Design and Applications”, 
Tobey and Graeme, McGraw-Hill, 1971. 
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7.  Final Audio Amplifier 
 

The last block in Figure-1 is the final audio amplifier. Its circuit is on the lower left of Figure-2. 
The final audio amplifier uses a LM386 IC (IC1). The output of the second audio amplifier/filter 
is applied to the LM386 through a resistor, coupling capacitor and volume control potentiometer 
(R21, C15 and R7). The IC amplifies the input signal increasing its level sufficiently to drive a 
set of headphones or a small speaker. The audio output phone jack is a stereo unit with the same 
signal being applied to both left and right channels. The resistor R27 is used to protect the 
LM386 IC in the event that a mono headset is accidentally plugged into the audio output jack. 
Capacitor C19 is used to block DC from the amplifier preventing it from reaching the headset. 
Note that the final audio amplifier is not powered when the receiver main power switch is turned 
on. This audio amp has its own power switch, S3. This switch allows the audio amp to be turned 
off when not needed to conserve battery power. 

 
8.  Power Supply 

 
Referring to the schematic of Figure-2 (lower left), note that the radio can use two power 
sources. Either an internal 9 VDC battery or an external 9-14 VDC source can be used. The 
diodes D1 and D2 serve to isolate the two power sources. The diodes prevent the external source 
from attempting to charge the internal battery and vice versa. Note that if a rechargeable 9 VDC 
battery is installed internally the battery cannot be recharged by connecting a charger to the 
external power input. These diodes also protect the receiver’s circuitry from damage if a battery 
should be connected with reversed polarity. 
 
Power for all portions of the radio is applied through the main on-off switch S2. When S2 is on, 
all circuits are energized except for the final audio amplifier. The main power buss is decoupled 
by capacitor C21. LED-1 is also energized any time the main power switch is on. The main 
power buss is also filtered and decoupled by capacitor C14 and resistor R25 before it is applied 
to the FET stage. These two components prevent the high level signals present in the later stages 
from being coupled via the power buss into the sensitive input stage. Should this coupling occur, 
the radio will oscillate. The main buss is also coupled through switch S3 to the final audio 
amplifier. The buss to the final amp is also decoupled by capacitors C16 and C17 for reasons 
discussed above. LED-2 will be illuminated anytime the final amp is powered. 

 
The BNC Antenna Connector. 
 

A BNC connector is provided as an alternate connection point for an antenna. Before anything is 
connected to this connector, the impedance at this point must carefully be considered. The 
effective impedance at the BNC connector is in the 20MΩ range. Normally, BNC connectors are 
used with coax cables with impedance nominally in the 50-75 ohm range. If a 50 or 75-Ohm 
device is connected to the VLF-3 BNC connector, there will be a severe impedance mismatch 
that will degrade the VLF-3 performance. 
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The author has found three acceptable ways to use the receiver’s BNC input. 
 

1. When portable operation is desired, connect a short telescoping whip antenna 
to the BNC connector. Commercially made telescoping antennas with lengths 
of from 1 to 6 feet with attached BNC connectors are readily available. These 
antennas were designed for use with handheld radios and scanners. The 
author uses the VLF-3 with a 6-foot telescoping whip and stereo headset to 
walk around an area testing for the presence of 60 Hz, LORAN and AM 
broadcast interference. This simple test can help locate the quietest location 
in a given area. When using such a setup, be careful to keep the antenna well 
away from the headset cord. 

 
2. It is possible to exploit the impedance mismatch to reduce interference. The 

author experimentally determined that by using a 20-foot long length of RG-
8M to connect the antenna to the receiver, LORAN interference was 
eliminated without use of the receiver’s built in LORAN suppression. This is 
desirable because it eliminates the extra broadband noise generated by the 
built-in suppression circuit. The coax provides shunt capacitance to ground 
sufficient to eliminate the interfering signal. 

 
 
3. Finally, the author has used the BNC connector to connect a signal generator 

to the receiver for various sensitivity and response measurements. An 
interface box is required. The interface box contains a 50-Ohm resistor to 
ground and a series 24-pF capacitor. The capacitor simulates a short antenna 
and this interface box is commonly called a dummy antenna. The dummy 
antenna must be well shielded. The authors unit was built inside a short 
length of copper water pipe with BNC connectors on each end.  
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Our Preferred Way to Assemble 
The VLF-3 Receiver 

 
Joachim Köppen 

International Space University 
Strasbourg/Illkirch, FRANCE 

 
 
Editor’s note:  At the International Space University in Strasbourg, France, in the summer of 
2006, Natural Radio was one of the topics covered.  Some of the students assembled, tested and 
gathered data with INSPIRE VLF-3 receivers.  The following assembly technique was designed 
by Joachim Koppen and used at that session.  The result using this procedure was quite positive.  
All receivers were built successfully and worked fine. 
 
We shall do the assembly of the VLF-3 receiver in a somewhat different sequence than described 
in the instructions because it will make testing and eventual fault-finding much easier. 
 
Here is the procedure followed: 
 
1.  We assemble each section and test it before proceeding to the next section. Thus we  

can better locate any malfunction.  
 
2. We start building from the output end.  Ttesting is done by listening to the output.  As  

we add the other sections, the receiver becomes progressively more sensitive, and this  
we can also verify. 

 
3. Do your assembly carefully, at your own pace, please!  
    This workshop is NOT a speed contest! 
 
(Please refer to the schematic diagram on the following page.) 
 
Section 1:  This is just the (provisional) connection of the battery to supply power to the  
  circuit board.  
 

       TEST:   If the Receiver Power switch is ‘on’, the associated LED  
                  should light up. 
 

Section 2:  The final audio amplifier, the Audio Level control, the Audio Power switch and 
the (provisional) connection to the Audio output socket. Make sure that you install 
the IC socket in the correct orientation! 
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Section 2  
(continued): TEST:   Connect earphone to socket, turn up fully the Audio Level control,  

and touch the “hot” solder lug of the potentiometer 
with your finger: you should hear a humming noise (the 60 Hz 
noise from the main supply). Turning down the level control 
should make the hum less loud. Also, touching  pin 2 of the 
LM 386 IC with the finger should also bring up the hum. 

 

Section 3:  This is an LM358 dual operational amplifier (IC2) that serves as a low-pass  
filter.  Solder in the IC socket in correct orientation. 

 

       TEST:   Touch pin 5 of this IC or the free end of R17 with your finger.  
You should hear again the hum, slightly louder. 

 

Section 4:  This is the audio amplifier (the other part of IC2) responsible for most of the  
gain. 

 

TEST:   Touch pin 2 of this IC, and you should get a much louder hum. 
 

Section 5:  This is a low-noise audio preamplifier, with transistor Q1, which is already in  
place. 

 

TEST:   Touch the centre pin of the transistor (or the point where R8  
and R9 meet) and the hum should be even louder. 
Probably it will be sufficient to come close to this point, in order to 
hear a weak hum. Often it sounds a bit like music of another world, 
because the hum is also rich in harmonics of 60 Hz power line 
noise. 

 

Section 6:  This is the high-impedance front end amplifier with a FET (F1),  
already in place) 

 

       TEST:   At full audio level, it should be sufficient for your hand to come  
close to this section, especially the “hot” end of the back-to-back 
zener diodes, to hear the hum of the mains. 

 

Section 7:   This is the switch close to the antenna terminal.  
 

TEST:   After the board is attached to the front panel, and all connections 
are done, the antenna terminal should be sensitive against a hand in 
its vicinity. 

 

Section 8:   Install the Data Level control and the Mic./Data switch. 
 

       TEST:   Probably not necessary;         
 

Follow the Instructions for placing the circuit board to the front panel and making all the 
connections. This integration may be a bit tricky, but don’t push too hard if things do not slide in 
place easily.   
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A Practical Antenna for the  
INSPIRE Project Receiver 

 
 

Chris Waldrup 
KD4PBJ 
Apex, NC  

kd4pbj@arrl.net 
 
 
 
As soon as I bought the INSPIRE receiver and got it working, I began to think about the 

antenna that I would need. I have come up with an easy to build, inexpensive antenna that can be 
mounted on a camera tripod that I would like to share. 
 
The components that are needed to build the antenna are as follows: 
 
Quantity Description      Source 
1  Female Panel Mount BNC jack with solder lug electronics supply 
1  5 Way Binding Post  (to connect to ground rod) electronics supply 
1  Stainless Steel Antenna, 72 inch collapsible   Pacific Antenna. 
1  ¼-20 inch T Nut  (to attach to tripod)   Lowe’s 
1  1 inch schedule 40 PVC cross adapter  Lowe’s 
2  1 inch schedule 40 PVC plugs   Lowe’s 
1   1 inch schedule 40 PVC flat bottom end cap  Lowe’s 
1  rubber stopper, 1 inch top diameter   Lowe’s 
1  1 inch schedule 40 PVC pipe, 4 inches long  Lowes 
1  crimp-on ring terminal     electronics supply  
1  2-56 nut      Ace Hardware 
1  2-56 screw, ½ inch long    Ace Hardware 

to attach BNC 
wire to antenna} 

 
Wire, epoxy, solder, PVC cement 
 
The rod antenna that used to be recommended for use with this receiver has been discontinued 
from Radio Shack.   However, a recent article in a ham radio magazine brought to my attention 
the 72 inch collapsible antenna from Pacific Antenna.  This unit is $7.00 and can be purchased 
at:  http://www.pacificantenna.com/Ordering.htm.  Shipping is $2.50. 
 
A rubber stopper is used to secure the antenna in the PVC fitting.  I found the stopper at Lowes 
in the hardware section.  These items can probably be purchased from many hardware stores or 
other sources, but they were in stock at the Lowes near my home.  Electronic parts suppliers 
such as Mouser, DigiKey or Jameco can provide the connectors and terminals. 
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Building the antenna: 

 
Steps 1, 2, 3, 4, 5, 6

BNC 

Binding Post

T nut

Wire soldered to center terminal of the BNC 

 
1. A hole is drilled in the center of the flat bottom end cap only large enough to accept the 

barrel of the T Nut.  The T nut is then glued in place with epoxy.  I used JB Weld for my 
prototype. 

2. Once the epoxy has had time to dry and the T nut is secure, the 4 inch section of PVC 
pipe is glued into the end cap with PVC pipe cement.  The cement is rubbed onto the pipe 
with the foam applicator in the cement bottle, and then the pipe must be quickly 
positioned in the end cap.  This cement sets fast! 

3. Next, PVC cement is applied to the other end of the 4 inch long section of PVC pipe, and 
this section is pressed into one arm of the PVC cross adapter. 

4. The 1 inch PVC plugs can now be drilled.  A hole is drilled into the center of one for the 
binding post, and into the center of the other for the female BNC connector.   

5. After drilling, the connectors can be mounted through the plugs. Solder two 6 inch wires 
to the BNC connector: one to the center terminal of the BNC (to connect with the 
antenna) and one to the large solder lug that will go on the inside of the PVC cap (to 
connect to the ground).  So a cross section of the orientation will be: BNC connector, 
PVC cap, solder lug, and nut for BNC connector.  Tighten the nuts on both the BNC 
connector and the binding post. Go ahead and crimp or solder the ring terminal onto the 
wire that is soldered to the center of the BNC connector. 

6. Press the PVC plug with the BNC connector into an arm on 
the PVC cross fitting that is 90 degrees from where the 4 inch 
pipe is attached.  Connect the wire that is attached to the 
BNC solder lug to the back side of the binding post and 
solder this wire in place.  The PVC plug with the binding post 
is attached to the PVC cross fitting arm that is directly 
opposite the BNC connector.  Press in place. 

7. Drill a hole in the absolute center of the last PVC plug just 
large enough to allow the antenna to pass through. 

8. Drill a hole in the center of the rubber stopper that is the same 
diameter as was previously drilled in the last PVC plug.   

9. Pass the bottom end of the antenna through the PVC plug.  
Insert the stopper into the PVC plug from the bottom.  Push 
the antenna through the stopper until one inch protrudes. You can see now that the 
stopper holds the antenna in place.   

Steps 7, 8, 9
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10. Attach the ring terminal (previously 
soldered onto the wire) to the hole 
in the end of the antenna with a 2-
56 screw and nut. 

Steps 10. 11 

11. Finally, press the PVC plug that is 
attached to the antenna rod into the 
top of the cross fitting and the 
antenna is complete.  I did not glue 
this into place just in case I need to 
ever resolder the wire or replace the 
rod antenna. 

 
The receiver is connected to the antenna through a length of 
coaxial cable (I use RG58, RG174 or RG316) with BNC male 
connectors on each end.  The binding post is connected to a 
ground spike (12 inch long nail purchased at Lowes) through a 
short wire with a banana plug on one end and an alligator clip 
on the other end. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
I am happy to answer any questions or provide more detailed pictures to anyone interested.  I 
hope that this inspires you to try an antenna project.  Have fun. 
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“Reading” Natural Radio Spectrograms 
 
 

Bill Pine 
INSPIRE Data Analyst 

Upland, California 
 
 
For over 15 years I have used a program called SoundEdit 16 Version 2 from Macromedia to 
produce spectrograms of INSPIRE data.  I used Version 2 (which came out in about 1995) 
because later versions did not include the spectrogram feature.  As of 2004, Macromedia 
discontinued sales of the product and stopped all support in June 2005.  I decided that the time 
had come to find new software to use in analyzing INSPIRE data.  I looked at several and the 
most satisfactory one I found was Amadeus II Version 3.8.7, a shareware program available 
from http://www.hairersoft.com/Amadeus.html .  There is a full feature 15-day trial version and 
the purchase price is $30.  Using the software is pretty intuitive and the help function is good.  
One drawback is that the spectrograms (called “sonograms” in Amadeus) do not include a 
frequency scale on the plot.  I created a frequency scale as a drawing object and attached it to the 
left side of each spectrogram.  A large plus feature (for my purposes) is that Amadeus can 
convert sound files between many formats (SoundEdit used a unique format that was difficult to 
convert).  I use the Audio Interchange File Format (AIFF), which is used for CDs, and the Wave 
(.wav) format, which is used for the sound files on the web site. 
 
The filenames of audio files are not shown on the spectrograms.  An example of a data file is: 
 
rb06042703u120.aiff 
 
where:  rb  initials of the observer (Robert Bennett, in this example) 
  060427  date of observation (yymmdd) 
  03u  UT time of start of file 

120 length of file in seconds (2 minutes is the typical length) 
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QuickTime™ and a
TIFF (LZW) decompressor

are needed to see this picture.

 

Frequency scale.  0-11kHz is typical, but 0-
22 kHz is used to show higher frequency 
VLF signals (Russian ALPHA, for example. 

Lower right of time scale 
shows the length of the 
sample (in minutes). 
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Hessdalen, Norway, 2006 
 

Flavio Gori 
INSPIRE European Coordinator 

Florence, ITALY 
 
 

After 4 years I went back to the Hessdalen Valley, a remote Norwegian area where I was 
in the 2001 and 2002 summers with the financial help of the Italian Committee for Project 
Hessdalen.  This year I was there thanks to help from the web magazine LoScrittoio.it 
(http://www.loscrittoio.it) which decided to give a strong signal to the local inhabitants about the 
interest in the Hessdalen Phenomenon (http://www.hessdalen.org) from the Italian 
(http://www.itacomm.net) and international research community. Actually I understood that this 
was really appreciated by the local population as well as the official administration including the 
Mayor Mr. Ivar Wolden and the Assessor for Local Development Thor Stuedal, who visited 
Peder Skogaas’ house.  This is where we do most of our work and tests before to go into the field 
at Peder’s Summer Farm in an even more remote area, where no electric or cellular line is 
present. The closest line is around 4 kilometers away. We were not able to hear any long or 
medium waves or any FM radio emissions. We really believe that this is almost a record in 
Europe. 

I brought along with me a wired antenna (20 meters long with 10 meters more 
connectable with a couple of crocodile clips) with a wood frame with 4 little feet able to keep 
good ground connection in order to keep that wire well strained. 

Our very first problem was that we did not have any VLF receiver to use, so decided to 
use the antenna and PC sound card as the receiver, as many VLF people already know it may be 
a good tool to use. Used inside the Peder’s barn our “receiver” showed a lot of 50 Hz harmonics 
noise as is common in our houses. Though being in a remote area, the 50 Hz signal is very 
present, making our recording useless. So we decided to move north toward Peder’s Summer 
Farm, around 20 kilometers from Hessdalen, in the Lake region. 

We had to drive 45 minutes to be there. As soon as arrived we deployed our wired 
antenna. In order to keep our wire high (1.5 meters from the ground), we purchased 3 broom 
handles with a ring on up of them. Peder and I made 3 wood bases for them in order to keep 
them high even during a strong wind that we usually can expect at this high latitude (62° North). 
After doing that we connected the antenna (20 + 10 meters) to the Peder’s PC using the 
INSPIRE Project member Richard Horne’s software “Spectrogram” working in real time. This 
helpful feature let us observe in real time the differences in receiving signals while changing 
antenna bearing from North/South to East/West.  East/West bearing appeared to be the best 
solution to receive Alpha, the radionavigational system in the 12-15 kHz region. Also, it was 
easy to hear and record the strong RTTY emissions around 20 kHz. 

One more interesting test was performed using the 20 meters wire antenna connected to 
the metal of the Peder’s fence. Using this particular configuration, we had an antenna about 200 
meters long and this gave us a great Alpha recording. Later analysis at home gave clear evidence 
that Alpha signals were recorded even in the previous session with the shorter wired antenna, 
though the best recording is, with no doubt, the fenced one. 
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As I previously reported, Mayor Ivar Volden and Assessor Thor Stuedal visited us one 
afternoon. They arrived at 3:00 pm, leaving a couple of hours later, after a lot of friendly 
conversation about our activity during these days and the INSPIRE Project activities in the last 
15 years. We used the INSPIRE web site in order to better show our activity, the European group 
as well the American one. Then, again using the web, we talked about the collaboration between 
Science@NASA web magazine (http://science.nasa.gov)  and LoScrittoio.it, as the Italian link on 
that magazine. 

We underlined the fact that one of the most important INSPIRE activities is connected to 
the young students, their teachers and schools, in order to let them work real science in the field, 
including when NASA (http://www.nasa.gov) is doing space activities.  INSPIRE Project 
activity during all these years have shown that many works have been done during astronomy 
events (eclipse, meteor shower). We were especially proud to show them our collaboration with 
the Hessdalen Project larger Team (including Embla 2000 and the Italian Committee for Project 
Hessdalen) in the Valley in 2001, 2002 and 2006. Much work on Hessdalen related topics was 
done when in Italy, too. This work was not just analysis on audio files recorded in the Valley, 
but even a Conference organized in Cecina town during 2004 (March 27 and 28) when all Italian 
and Norwegian Researchers involved in the Hessdalen Team attended the conference. Volden 
and Stuedal understood us, realizing how many persons attended a well done Hessdalen 
Conference here in Italy. Actually it was a great success.  

Moreover we have talked about INSPIRE and Hessdalen in another Italian Conference in 
Firenze, our town, creating interest in other important official offices here in Italy and in the 
worldwide media, magazines and international radio broadcasting as Radio Budapest. 
After a couple of hours conversation we agreed about the need of close collaboration between 
the Ålen town, the Hessdalen Valley community, The INSPIRE Project and all the research 
community working in the Valley with Embla 2000 and the Italian Committee for Project 
Hessdalen.  After our stay in Hessdalen, we realized how nice it was to stay there, how fine is 
that area, not just for people involved in scientific research, but also for families who like spend 
time all together walking, biking and breathing in very clear air. I was there three times and can 
say how nice are the inhabitants with strangers.  They have not many places to accomodate 
tourists, since there are very few hotels or similar houses. But things are changing, though very 
slowly. But you cannot think that they will ever have room for many tourists coming here. 
Hessdalen will remain available for a few people who will keep Hessdalen exactly the same it is 
now. In my opinion we have to understand that many people may like to live here and not just 
searching for the Hessdalen Phenomena or Northern Lights, but simply to breathe and live in an 
incomparable natural landscape to better experience the Valley, walking or biking all around 
with no impact on the environment.  

Of course if you are a fisherman, you can choose to fish for salmon. Some local shops 
offer real time TV showing underwater salmon swimming in to the rivers.  What a great idea! 
These short notes are just to share my idea that Hessdalen Valley, in the Trøndelag region, may 
be a very good place to stay for your family holiday if you want quiet, gentle, clear air places.  
This is an area where you can experience the good life. 

If you ever go there, please take a close look at the local Market shop. Its history through 
the years deserves a closer look and my friend Peder Skogaas will tell us the entire story in the 
www.loscrittoio.it pages in short time. 
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Lighting Up Phenomenon 
 
 

Peder Skogaas 
INSPIRE Hessdalen Coordinator 

Hessdalen Valley 
Ålen, NORWAY 

 
 
The following account of an observation of the Hessdalen Phenomenon was sent to Peder 
Skogaas by Eli Sesseng, secretary at the church office in Ålen.  The observation was made in 
Singsås on Monday November 27, 2006,  between (UTC) 04:15 and 04:45.  
 

The light was just above the Tågå Mountain - a mountain between Budal 
and Singsås.  My husband and I observed it through our bedroom window. 
Our house is almost straight east of the Tågå Mountain across the valley.  
 
It was a huge moving light pulsating. Suddenly after approximately five 
minutes it started at a very high speed down the mountain side to the forest. 
It was colorless like an ordinary car light. 
 
We could see it towards the forests. I compared the size with the houses at 
the Mørseth farms which are just south of the sighting site and it was much 
larger than the barns and main houses. 
 
It stopped and I went to our study and picked up the binoculars and looked 
at it. Than it started to act like crazy - it zigzagged up the mountainside 
again almost at the same path and speed as it moved down and disappeared 
behind the top of the mountain. Now the colors were red, white and yellow.
 
After approximately another five minutes it turned up again above the top. 
It hovered down almost to the ground where it stopped for a while. 
Suddenly it put on a very strong light and we could see the snow shining in 
the light. I still looked at it through the binoculars and in a split second "it 
turned off" the light without moving and everything became dark. 
 
I also was outside on the deck listening for any sounds but there were none.
When I looked at the clock I realized I have seen it for about half an hour. 
I was not afraid only very excited to be one to see this phenomenon. 
 
Yours  
Eli Sesseng 
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This is a photograph showing the mountain with the path of the light indicated. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Eli’s House 

Lights 

Summer Farm 

Peder’s Farm 

Vista Point Locations (Google Earth): 
 
Eli Sesseng's house:  62o58'8.43"N  

     10 o43'15.13"E 
 
Mountain side:          62o54'5.84"N  

     10 o38'14.72”E     
Distance: Approx: 7-9 kilometers 
 
Distance from VistaPoint:  

Approximately 28 kilometers 
to the northwest. 
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Colorado Field Observations – 2006 
 

Shawn Korgan  (Data) 
Gilcrest, CO 

BillP Pine  (Analysis) 
Upland, CA 

 
 Veteran observer and INSPIRE supporter Shawn Korgan submitted data for observations 
made in April and October, 2005.  The following spectrograms of Shawn’s data were made by 
the editor, Bill Pine.   
 
Sunday, April 30, 2006 
 
In these morning sessions, note the changes in the VLF signals as the Earth rotates the observing 
site from the nightside ionosphere to the dayside as dawn occurs.  Signals at night are 
characterized by sferics and tweeks while on the dayside tweeks are less common.  Whistlers are 
most common in the period from a couple of hours before dawn to an hour or so after dawn, 
although whistlers can occur at any time of days. 
 
043006 1000UT   4AM MST 
 
 
 
 
 
 
 
 
 
 
 
Dense tweeks.  Whistlers logged in 12 minutes:  10 
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Tweek hooks at about 1850 kHz with harmonics of the stronger ones 
 
 
 
 
 
 
 
 
 
 

INSPIRE 
Audio File

 
This 5-second sample shows many tweeks.
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043006 1100UT   5 AM MST 
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Sferics, tweeks and tweek bursts.  Weak whistlers.  Total whistlers logged in 19 minutes:  53 
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Whistler logged at 00:14. 
Whistler is faint trace between two 
tweek bursts. QuickTime™ and a

TIFF (LZW) decompressor
are needed to see this picture.  

 
 
 
 
 

 
 
 

QuickTime™ and a
TIFF (LZW) decompressor

are needed to see this picture.
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Whistler logged at 00:22. 
These are probably two-hop 
whistlers generated by the local 
sferics and the top of the whistler is 
hidden in the tweek burst.

Note:    Once again the online version of the 
INSPIRE Journal will include sound files of 

s shown.  Click on the “INSPIRE 
Audio File” button (right) to hear the natural 
spectrogram

radio sounds. 

INSPIRE 
Audio File
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QuickTime™ and a
TIFF (LZW) decompressor

are needed to see this picture.
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Whistler logged at 00:42 appears in the first gap.  One logged at 00:43 is not visible.  One logged 
at 00:49 is audible near the end, but not easily found in the spectrogram. 
 
043006 1200UT   6 AM MST 
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Low density sferics.  Some weak tweeks.  As dawn approaches, the tweek level begins to drop, 
this is evidence of the changes taking place in the ionosphere as it begins to recharge to dayside 
levels.  Whistlers logged in 57 minutes: 45 
 
Whistler sampler of strong whistlers 12UT: 
 
 
 
 
 
 
 
 
 
 
 
 

This file contains all 
whistlers shown separated 
by short periods of silence. 
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eeded to see this picture.
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043006 1300UT   7 AM MST 
 
 

QuickTime™ and a
TIFF (LZW) decompressor

are needed to see this picture.

10 

8 

6 

4 

2 

0 

INSPIRE 
Audio File

 
 
 
 
 
 
 
 
 
 
 
Low density sferics; no tweeks.  Some low level 60 Hz hum. Whistlers logged in 12 minutes:11 
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Sunday, October 8, 2006 
 
This was a very uneventful day for natural radio observing.  No whistlers were observed.  The 
following sound files illustrate the changing ionospheric conditions during the four hours of 
observing. 
 
061008 1100UT   5 AM MST 
 
 
 
 
 
 
 
 
 
 
 
Lots of tweeks. 
 
 
 
 
 
 
 
 
 
 
 
The dashed line shows the tweek cutoff frequency of about 1750-1800 kHz. 
 
061008 1200UT   6 AM MST 
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061008 1301UT   7:01 AM MST 
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061008 1400 UT   8 AM MST 
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TIFF (LZW) decompressor

are needed to see this picture.
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Much quieter, no tweeks. 
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INSPIRE FIELD NOTES – 2006 
 
 

Robert Bennett 
Las Cruces, NM 

 
27 - 28 April 2006 
 

My intent for this monitoring period was to travel to my quiet monitoring site in the 
Cibola National Forest and spend two nights camping. During this period I planned to spend 
time conducting natural radio monitoring (Field Observations) for The INSPIRE Project. I 
planned four monitoring periods, Thursday evening, early Friday morning, Friday evening and of 
course early Saturday morning (the INSPIRE Coordinated monitoring session). I planned to fill 
the remaining time with VHF radio monitoring and photographing some of the local wild life. 
However, Mother Nature did not cooperate and I was unable to complete most of my planned 
activities. 
 I departed from home at about 10 AM on Thursday. The weather at home was very nice, 
temperature about 85o F, clear skies and no wind. My monitoring location is about 120 miles 
from my home and at an elevation of approximately 7000 feet.  

At the entrance to the forest, there was a warning posted indicating that Phase-Two fire 
precautions were in effect. All open fires including campfires, camp stoves and grills were 
prohibited. This was bad news as over half the food I brought required cooking! On the way to 
my monitoring site, I had to drive over about 20 miles of dirt road and trail. I noticed that the 
roads were very sandy; the vegetation was dry and brown. These are signs that there had not 
been any rain in the forest in several months. When I arrived at my site, the temperature was in 
the low 70’s and the sky was partly cloudy. However there was a moderate wind of 10-20 MPH 
out of the west. I set up camp and as soon as I unpacked my scanner, I tuned to the local weather 
service. I immediately got more bad news. A cold front was moving into the area bringing with it 
cooler temperatures and high winds. These conditions were expected to continue through the 
weekend. 

As I was already there, I decided to spend the night and hoped that conditions would 
improve on Friday. I spent Thursday afternoon listening to my PCR-1000 radio in the back of 
my truck. I had a rather successful time monitoring the VHF/UHF frequencies. I delayed eating 
dinner until after dark (about 8 PM) hoping that the wind would die down enough that I could 
use a camp stove. However, the wind did not cooperate and I had to eat a cold dinner.  

About 9 PM, I did the first natural radio monitoring session. I found the sferic and tweek 
levels to be very high and there was a constant problem with wind noise. The winds did not die 
down after dark but increased; the wind averaged about 20 MPH with gusts to 40 MPH. 
Nevertheless, I had a good monitoring experience and recorded several whistlers. 
 

Note:    Once again the online version of the 
INSPIRE Journal will include sound files of 
spectrograms shown.  Click on the “INSPIRE 
Audio File” button (right) to hear the natural 
radio sounds. 

INSPIRE 
Audio File
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Dense sferics and tweeks. Audio File
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Whistler logged at 
0304:45 
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Whistlers logged at 
0308:52 
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I spent a very cold night trying to sleep in the back of my truck. The wind made putting 

up my light tent out of the question. The temperature dropped to the mid 30’s and I had not come 
prepared for cold weather, I was expecting temperatures near 50 degrees. I was getting ready to 
start monitoring at 0500 MDT Friday and discovered that the high winds overnight had broken 
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my antenna. I did a hasty repair job and by using electrical tape to hold the whip sections 
together, I was able to start monitoring at about 0515 MDT. I found the sferic and tweek levels 
to be very high again but did not detect any whistlers. 

I conducted additional monitoring sessions at 0600, 0700, 0800 and 0900. I obtained the 
same results; no whistlers, very strong sferics and tweeks, and wind noise becoming ever more 
sever. By 0900, I estimate the wind speed was near 40 MPH constantly. 
 
042806   1115UT   5:15 AM MDT 
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Strong dense sferics, some tweeks,  no whistlers. 
0-22 kHz frequency range is used here to show Russian ALPHA signals.  Russian ALPHA 
signals are transmitted from five stations in Russia.  The signals consist of a repeating pattern of 
tones using 5 frequencies between 11.9 kHz and 14.9 kHz.  These frequencies are above the 
hearing range of many people, but sometimes the tones appear at lower frequencies.   
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Top set of tones (dashes on the spectrogram) are the transmitted frequencies.  These frequencies 
are shown by the white bar.  The lower set of tones, shown by the black bar, are artifacts.  It is 
the lower set of tones that is audible in the sound file. 
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042806   1200UT     6AM MDT 
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Dense sferics. 
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First 30 seconds. The dots showing up are artifacts of Russian ALPHA signals. 
 
042806   1300UT     7AM MDT 
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Levels down.  No ALPHA audible or on the spectrogram. 
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042806    1400UT     8AM MDT 
 
 
 
 
 
 
 
 
 
 
 
 
Sferics only (plus wind noise). 
 
042806   1500UT     9AM MDT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

I was debating what to do after the 0900 session. I was considering spending the day 
hoping conditions would improve. The decision was taken out of my hands when a forest ranger 
visited my campsite around 1000. He informed me that they had initiated Phase-Three fire 
procedures because there was a good chance of lightning induced fires that afternoon. He said 
the forest was now closed to all visitors and asked me to pack up and leave the forest as soon as I 
could. Oh well, there is always next October to look forward to! 
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27 – 29 October 2006 
 

I supported the October INSPIRE coordinated monitoring events from a primitive camp 
in the Cibola National Forest. I planned to support INSPIRE as part of a three day mini-
expedition. Besides INSPIRE, I planned to monitor various radio communications and do some 
experimentation. 

The monitoring 
site I chose is a mountain 
plateau in the Cibola 
National Forest located 
about 100-miles north of 
my home in Las Cruces. 
The site is at an elevation 
of 7000 Feet MSL and is 
ideal for radio 
monitoring; it has a clear 
area for a tent and 
antennas, does not have 
tall trees and is a long 
way from power lines 
and inhabited areas. The 
site offers very good 
propagation coverage 
toward the northeast and 

provides MF/HF coverage of most the USA and Western Europe. There are also some interesting 
VHF/UHF targets within line of sight. 

I arrived on site Friday about 1400 local time. To get to the site, I had to transverse about 
25 miles of unimproved desert trails and steep narrow mountain roads. It required over two hours 
of careful driving to cover the 25 miles. The roads are intentionally not maintained because the 
road crosses a primitive area and a wilderness area. The road was muddy in many places and was 
washed out in three areas. Southern New Mexico received an immense amount of rain in August, 
September and October. This is the second wettest year on record. The site was damp, 
overgrown with weeds and home to a lot of insects. However, the insects were a problem only in 
the late afternoon when temperatures reached about 70o F. 

I spent most of Friday afternoon pitching my tent, setting up my radio monitoring station 
in the tent and deploying antennas. I deployed a 10-foot vertical whip for INSPIRE, a 3 foot 
whip for WWV, a VHF/UHF Discone on a 20 foot mast and a 1000 foot long beverage antenna. 

After setting up camp, I spent until about 2000 MDT building a campfire, cooking 
dinner, cleaning up the cooking utensils and securing my food in an animal proof metal 
container.  
 
Friday Monitoring 

 
My first INSPIRE natural radio monitoring session occurred Friday at 2200 MDT 

(0400Z). I immediately noticed I was receiving a powerful interfering signal. Figure 1 is a 
spectrum plot of the signal. I didn’t have sufficient test equipment with me to measure the 
parameters of the signal but it seemed to be pulsed in nature and was rich in harmonics. The 
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interference was not Loran or power grid harmonics. It sounded similar to electric fence 
interference I have observed in the past. However, there are no electric fences in the area. The 
signal disappeared sometime Friday night and did not reoccur. It remains a mystery. The Friday 
night natural radio signals consisted of intense frequent tweeks and sferics. I didn’t detect any 
whistlers. When I later analyzed the recording, the communications and navigation signals 
between 10 and 20 KHZ were very evident and much stronger that I normally observe. Besides 
the interference and communication signals, I didn’t observe anything else of interest. 
 
 
 
 
 
 Figure 1 

 
Spectrum plot 
of mysterious 
signal 
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Dense tweeks.  Constant hum – probably the horizontal lines on the spectrogram. 
The brief gap at the beginning was due to a short delay in switching in the receiver. 
 
Saturday Monitoring 

 
I reluctantly crawled out of my sleeping bag at 0500 MDT. It was very dark, a light wind 

was blowing and the temperature inside the tent was 34o F. In just a few minutes I became very 
cold. My recorder was cold and acted a little sluggish. I warmed it by placing a chemical hand 
warmer on top of it and wrapping in a towel. 

The first Saturday recording started at approximately 0530 MDT. The previous evening’s 
interfering signal was absent. There was no evidence of Loran signals and no 60 Hz related 
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power line interference. The natural radio signals consisted of intense frequent tweeks and 
sferics. I did not detect any whistlers. 
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Dense sferics and tweeks. 
 

The second session followed immediately at 0600 MDT. The natural radio signals were 
the same as described above. No whistlers were detected. By the end of the second session, it 
was getting light outside and the temperature had risen to 38o F. Unfortunately, dew had started 
forming on most exposed surfaces. A hot cup of coffee during this session went a long way 
toward warming me up. 
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Sferics and a few tweeks. 
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The third session started at 0700 MDT. The results were similar to the two earlier  
sessions. I thought I detected a whistler during the session but subsequent analysis at home did 
not reveal it. I probably confused a strong tweek with a whistler. I did notice that the intensity 
and frequency of the tweeks were decreasing. Sunrise occurred at about 0700. 
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Levels continue to drop. 
 

The last Saturday morning session occurred at 0800 MDT. It was much like the earlier 
sessions except that the levels were noticeable weaker. 
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Levels down more. 
 

Starting at about 0700 MDT, I observed large numbers of vehicles passing my campsite 
and obviously looking for places to camp. This traffic continued all day and peaked about 1500 
MDT. I thought there was a 4-wheel drive rally of some kind going on. However, around noon a 
Game Warden stopped by my camp and asked to see my hunting license! He informed me that 
deerhunting season started at 0700. He also inquired about what I was doing with all the 
antennas and radio equipment. It seems that some deer had been fitted with radio collars and he 
wanted to be sure that I was not trying to track them for the hunters. I explained the purpose of 
INSPIRE and played back one of the recordings made earlier. The warden was satisfied with my 
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answers and before he departed warned me not to venture away from camp without wearing 
brightly colored clothing. 

By nightfall, about a hundred hunters were camped in the area and there were two 
families camped close to me. They visited just before dark and shared my campfire for an hour 
or so. I had the opportunity to explain my activities again. The only downside to hunters being in 
the area was that many people were walking around my camp and two people walked into my 
beverage antenna. To avoid injury, I took the antenna down and this limited my ability to work 
MF DX Saturday evening. 

The last Saturday monitoring session occurred at 2130 MDT. This session produced 
some intense tweeks and one possible whistler. I made a slight change to the antenna for this and 
future sessions. I replaced the coax feed line between the VLF-3 and the antenna with an open 
wire line. This increased the natural radio signal levels some. No interference from either Loran 
or the power grid was observed. 
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Evening session.   Dense sferics and tweeks. 
 
Sunday 

 
Daylight savings time ended early Sunday morning and the local time was an hour earlier 

than Saturday. Saturday night was milder that was Friday night. There was no wind and the 
overnight low was only 40o F. I got up at 0500 MST, fixed myself a pot of coffee and got ready 
to monitor. 

The first monitoring session started at 0600 MST. I immediately observed two alternating 
audio tones. They were strong and I thought that one of the nearby campers was using some 
electronic device that was generating interference. When I analyzed the tape, I observed that the 
audio tones were in sync with the Russian Alpha navigation signals. I now suspect that the 
interference was produced by the Alpha signals and is the result of the VLF signals being strong 
enough to overload the VLF-3’s input stage. Otherwise, the natural radio signals consisted of 
frequent intense tweeks. No whistlers were noted. 

Editor’s note:  I agree with Bob.  The ALPHA signals captured in his data are the 
strongest I have ever heard.  Receiver overload seems to be a logical explanation. 
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102906   13UT     6AM MST 
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Dense sferics and occasional tweeks and tweek bursts. 
Prominent series of tones from ALPHA.   The audible ones are artifacts. 

 
By 0630 MST, it was light enough outside to move about without a flashlight.  
The final Sunday monitoring session occurred at 0700 MST. I noted that the alternating 

audio tones were still present but much weaker that at 0600. There was some weak Loran 
interference. The tweeks were still frequent and intense but a little weaker that at 0600. I noted 
three weak and diffuse whistlers. When I examined the recording at home, I found that there 
were several weak whistlers on the tape. I counted 10 of them and am sure I missed a few. 
 
102906   14UT     7AM MST 
 
 
 
 
 
 
 
 
 
 
 
Sferics.  ALPHA present but not as strong as previous hour.  LORAN present. 
 

I had intended to monitor at 0800 and 0900 on Sunday. However, by 0730, there were 
many hunters moving around the area both on foot and in ATV’s. Someone started a generator 
near my camp and it produced interference. Finally around 0800, I started hearing gunshots close 
to my camp. I decided it would be prudent to remove myself as a potential target and so packed 
my gear and departed the area. Due to frequent stops to wait on approaching traffic, I required 
almost three hours to travel the 25 miles to the freeway. The roads in the forest are single lane 
and only one vehicle at a time can cross many of the narrow areas. 
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Experimentation 
 
I also used some of my time to experiment with my INSPIRE receiving setup. The first 

thing I wanted to do was check out the utility of a redesigned natural radio antenna. Figures 3 
and 4 show the new antenna.  

 
Figure 3 I was using a telescoping whip antenna 

mounted on a short length of board. I fastened the 
antenna to whatever support I could find in the 
area. I wanted an easier and more reliable way to 
mount the antenna. I modified the antenna by 
adding an extension board, changing the feed point 
arrangement and modifying the extension so that it 
would fit in a commercial wheel mount antenna 
holder. The feed point is in a small metal box and 
provides both a BNC coaxial connection and pair 
of binding posts. This arrangement allows either 
use of a coax feed line or open wire feeders. The 
metal box can either be grounded or left floating. 

I discovered that the antenna was easy to 
deploy, tolerated the wind very well and worked as 
well as any other antenna I have tested. 

 

 
The other experiments I conducted 

focused on using a computer as a part of the 
natural radio monitoring setup. I basically 
wanted to evaluate two issues. First, can the 
computer soundcard be used to make real time 
recordings thus eliminating the stereo recorder? 
Second, is a computer useful in the field for 
immediate analysis purposes?  

I attempted to digitize and record the 
VLF-3 output using the computer sound system. 
The computer is an older IBM model T21 
Laptop. Initially, I ran the computer on its 
internal battery pack. There was a fair amount 
of computer-generated noise being picked up by 
the VLF-3 and I was not happy with the result. I 
could not relocate the computer far enough 
away from the VLF-3 to reduce the noise to 
acceptable levels. I did successfully record some natural radio signals but the quality was very 
poor. Next, I attempted to operate the computer from a 12 volt battery using a DC-to-DC 
converter. This was a disaster! The DC-DC converter generated high-level noise that wiped out 
the VLF, MF and HF bands. I have to rethink the computer recording issue and try something 
else. 

Figure-4
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I installed GRAM software on the computer and was successful at playing a recording 
into the computer for analysis. This will be useful to check on the quality of the recordings. 

My monitoring equipment is shown in Figure-5. The equipment is set up on a makeshift 
table inside the tent. I discovered that during the daytime, the sun is bright enough inside the tent 
to make reading the laptop screen difficult. I placed the computer inside a cardboard box to 
shade the screen.  
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Coordinated Observation Schedule 
 

 The Coordinated Observations will be held on the first weekend of October and the last 
weekend in April.  This schedule will apply to all future Coordinated Observations.  All data is 
welcome and should be submitted even if the conditions are quiet. Any data you can contribute 
is valuable.  The procedure to use for Coordinated Observations will be as follows: 
 

     1.  Use the Data Cover Sheet and Data Log forms found at the end of the Journal.  (Make  
     copies as needed.) 

     2.  Put a voice introduction at the start of each session indicating your name, your  
     INSPIRE Team name, the date, local time and UT time. 

     3.  Record for 12 minutes at the start of each hour that you can monitor on the specified  
      days.  Keep a detailed written log of all signals that you hear and indicate any items of  

     interest.  When you submit your tapes, spectrograms will be made of any parts of the  
     tape that you indicate. 

     4.  Place a time mark on the tape on the hour and each two minutes for the next 12 minutes. 
      Use Coordinated Universal Time (UTC) for all time marks. 

Next Coordinated 
Observations: 

 
April 28 - 29, 2007 
October  6 - 7, 2007 

Local Time to UT Conversion Table 
EDT + 4   =  UT 
CDT + 5   =  UT 
MDT + 6  =  UT 
PDT + 7   =  UT 

     5.  Record at 8 AM and 9 AM LOCAL time. 
     6.  In addition, record on other hours to compare results with those in neighboring time  
       zones.  For example, an observer in the Central Time Zone might record at 7 AM (8  
      AM EDT), at 8 and 9 AM CDT and at 10 AM (9 AM MDT).   
     7.  Use 60 minute tapes (30 minutes per side) with two sessions per side.  It is preferred  
      that you record on one side of the audio tape only. 
     8.  Label all tapes and logs to indicate the sessions monitored and send to: 
  

   Bill Pine 
   1348 Quince Avenue 
   Upland, CA   91786 
 

     9.  Your tapes will be returned with spectrograms of your data.  An article reporting on the  
       results will appear in the next Journal.  
     10. SPECIAL NOTE:  If you are hearing whistlers, replace the data tape after 12 minutes  
      with a “Whistler” tape and continue recording with time marks every two minutes.  If  
      we get whistlers, this would be a good opportunity to try to determine the “footprint”  

of a whistler (the “footprint” is the geographical area where a whistler can be 
detected). 
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Field Observation Schedule 
 
 Field observations may be made according to the following schedule: 
 

ANY TIME! 
 
In addition to an article reporting on the Coordinated Observations, will be an article on Field 
Observations.  These observations may be made at any time and submitted for inclusion in the 
next Journal. 
 
 Use the same procedure as described for Coordinated Observations (previous page).  
Since field observations can be made any time of year, the following table is provided for 
conversion from local time to Coordinated Universal Time (UTC). 

Local Time to UT Conversion Table
EDT + 4   =  UT 
CDT + 5   =  UT 
MDT + 6  =  UT 
PDT + 7   =  UT

EST + 5   =  UT 
CST + 6   =  UT 
MST + 7  =  UT 
PST + 8   =  UT 

 
Sample Spectrogram: 
 

 
 

 
 

This spectrogram is for two minutes using a frequency range of 0 - 11 kHz. 
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Frequency scale.  0-11kHz is typical,  
but 0-22 kHz is used to show higher 
frequency VLF signals (Russian ALPHA,  
for example). 

Lower right of time scale 
shows the length of the 
sample (in minutes). 
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Data Log Cover Sheet         (copy as needed) 
  
 
INSPIRE Observer Team ____________________________   
  
 
Equipment: Receiver ____________________________   
  
  Recorder ____________________________   
  
  Antenna ____________________________   
  
  WWV radio ____________________________   
 
 
Site description:  __________________________________________________________ 
  
 Longitude: _____o  _____ ′ W  Latitude:  _____o _____′ N 
  
  
Personnel: ____________________     ____________________     ____________________ 
  
  ____________________     ____________________     ____________________ 
 
 
Team Leader address:  Name    ______________________________ 
  
    Street    ______________________________ 
  
        ______________________________ 
  
    City, State, Zip, Country ______________________________ 
 
 email:  __________________________________ 
 

 
Local Time to UT Conversion Table 

 
EST + 5 = UT   EDT + 4 = UT 
CST + 6 = UT   CDT + 5 = UT 
MST + 7 = UT  MDT + 6 = UT 
PST + 8 = UT   PDT + 7 = UT 
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INSPIRE Data         (copy as needed) 
  
 
INSPIRE Observer Team ____________________________   
  
Observation Date: ____________     Receiver ________ 
  
Tape Start Time  (UT)   ____________             Tape Start Time  (Local)         ____________ 
 
 
Local weather:  __________________________________________________________ 
 
Code: M - Mark  (WWV or Voice) S - sferics T - tweek   W - whistler  A - Alpha  C – chorus 
 Sferic Density:  D: ___    Scale of 1-5 (1 – Very Low, 3 – Medium, 5 – Very High) 
  
Time (UT) Entry         Observer 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
  
__________ M-WWV M-V   S T C W_________________________D: ___  ____________ 
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